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Miniature 1/3" or 1/2" Monochrome Machine Vision Cameras
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MODEL BWCAM3EX BWCAM2EX

Pick-up Device 1/3" Interline Transfer CCD 1/2" Interline Transfer CCD
Effective Pixels 768(H) x 494(V) / 752(H) x 582(V)
Video Standard EIA
Sync System Internal/External
Horizontal Resolution 580 TV Lines
Video Outputs Composite Video (1.0Vp-p/ 75Ω)
Video S/N Ratio 50dB (AGC Off, Sharpness Low) 
Minimum Illumination 0.1 Lux (F 1.2, 50 IRE)
AGC 50dB (On/Off Selectable)
Backlight Compensation On/Off
Auto Electronic Shutter Auto/Manual (1/60 ˜ 1/100,000 Sec.)
Gamma Correction Variable
Lens Mount C/CS Mount (C-mount adapter included)
Power DC12V
Operating Temperature -10°C to 50°C (14°F to 122°F)
Weight 140g (0.33 lbs.)
Dimension (Without Lens) 41 (W) x 41 (H) x 56 (D) mm

1.6 (W) x 1.6 (H) x 2.0 (D) in

1" - 32UN-2B

1/4" - 20 UNC 56.6 (C-Mount)

51.6 (CS-Mount)
25.510.6 12.5
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13710 Hutton Dr., Farmers Branch, Texas 75234
(800) 627-6734 • Fax (972) 406-7066

www.i-v-s.com

B/W CCD CAMERA


